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SCREEN BLOCK OUT TAPE

2000 BLUE   

R Tape Corporation
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2000 Blue Spec Sheet/Issue #01/03-27-98

BACKING. 
Co-Polymeric Film, Medium Density

•Adhesion PSTC-1, 1 minute on stainless steel at time of manufacture.
FEATURES
• Solvent & Moisture Resistant
• Remains intact during cleaning cycle
• Conformable in frame corners
• Removes cleanly in one piece without residue
• Aggressive adhesive will not damage screen
• Use on both sides of the screen for maximum protection
• Nationally known as the economical choice for block out tape

A consistent Screen Printer’s product delivering 
Performance

Economy 
Productivity!

WARRANTY
TAPES ARE ONLY WARRANTEED TO BE FREE OF DEFECTS IN WORKMANSHIP OR MATERIAL AT TIME OF 
SHIPMENT.  MANUFACTURER WILL REPLACE OR CREDIT ANY MATERIAL MANUFACTURER DEEMS DEFECTIVE.  NO 
ACCEPTANCE OR RESPONSIBILITY FOR LOSS, DAMAGE, OR EXPENSE, IMPLIED OR OTHERWISE, SHALL BE 
ASSUMED BY SELLER OR MANUFACTURER.  USER ASSUMES ALL RISK AND LIABILITY IN CONNECTION HEREWITH.

5.0Tape Thickness (mils)

150% Elongation

10Tensile lb./in.

24-26 oz./inch width*Adhesion to Steel oz./in. width

4.0Film Thickness (mils)

BlueColor

AcrylicAdhesive

PHYSICAL SPECIFICATIONS


